STATUTES AT LARGE

SECTION 28: Use of Multiple-beam Road Lighting Equipment
- -Whenever the driver of a vehicle approaches an oncoming vehi-
cle within 500 feet, such driver shall use a distribution of light if so
equipped or composite beam so aimed that the glaring rays are not
projected into the eyes of the oncoming driver, and in no case shall
the high-intensity portion which is projected to the left of the pro-
longation of the extreme left side of the vehicle be aimed higher
than the center of the lamp from wfiich it comes at a distance of
25 feet ahead, and in no case higher than a level of 42 inches above
the level upon which the vehicle stands at a distance of 75 feet ahead.
SECTION 29: Single-Beam      Road   Lighting  Equipment--Head
lamps arranged to provide a single distribution of light not supple-
mented by auxiliary driving lamps shall be permitted on motor ve-
hicles manufactured and sold prior to April 29, 1939, in lieu of mul-
tiple-beam road lighting equipment herein specified if the single dis-
tribution of light complies with the following requirements and lim-
itations.
(a) The head lamps shall be so aimed that when the vehicle is not
loaded none of the high intensity portion of the light shall at a dis-
tance of 25 feet ahead project higher than a level of 5 inches below
the level of the center of the lamp from which it comes, and in no
case higher than 4.2 inches above the level on which the vehicle stands
at a distance of 75 feet ahead.
(b) The intensity shall be sufficient to reveal persons and vehicles
at a distance of at least 200 feet.
SECTION 30: Alternate Road Lighting Equipment- -speed limit.
-Any motor vehicle may be operated under the conditions speci-
fied in Sections 27 and 29 of this Article when equipped with two
lighted lamps upon the front thereof capable of revealing persons and
objects 75 feet ahead in lieu of lamps required in said Sections 27
and 29: PROVIDED, That at no time when lighted lamps are re-
quired shall such motor vehicle be operated at a speed in excess of
20 miles per hour.
SECTION 31: Number of Driving Lamps Required or Permitted
- -(a) At all times specified in Section 16 of this Article, at least two
lighted lamps shall be displayed, one on each side of the front of
every motor vehicle except when such vehicle is parked subject to the
regulations governing lights on parked vehicles.
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